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ABEA - liEASUBEHEHT OE SUPPOETIHG SUEFAOE 

Wing Area shall measured from the projection of 
the actual outline on the plane of the chords, without 
deduction for area "blanketed "by fuselage or nacelles. 
That part of the area, so determined, which lies within 
the fuselage or nacelles shall he hounded hy two lateral 
lines that connect the intersections of the leading and 
trailing edges with the fuselage or nacelle, ignoring 
fairings and fillets. In other words, for the purpose 
of calculating area, a wing shall T^e considered to ex- 
tend without interruption through fuselage and nacelles 
(figure l). 

Unless otherwise stated, Wing Area shall always re- 
fer to total area, including ailerons. 

AEEA - MEASUREMEHT OE COIITEOL SUEEACE 

Hori zo nta l Tail A rea shall "bo measured in the same 
manner as wing area, that is, with no deduction for the 
area blanketed hy the fuselage, such blanketed area be- 
ing bounded within the ftiselage by lateral straight lines 
that connect the intersections of the leading and trail- 
ing edges of the stabilizer with the sides of the fuse- 
lage, ignoring fairings or fillets (figure 2). 

Vertical Tail Area shall be the area of the actual 
outline of riidder and fin projected in the vertical plane, 
ignoring fairings and fillets (figure 3). 

T railing Contr ol Su rface Area. The area of a trail- 
ing control surface (aileron, rudder, or elevator) shall 
be the area of the actual outline projected on the plane 
of the surface except that any portion of the movable 
surface lying forward of the hinge axis and within the 
fixed surface shall be included in the fixed surface. 
Auxiliary or paddle-type balance surfaces shielded by 
and lying o\itside of the fixed surface shall not be in- 
cluded in the area of either fixed or movable surfaces 
(figure 4) . 

srofE 

The above definitions are for use only in obtaining 
performance data and tabulating airplane characteristics 
and not in connection with the making of stress analysis 
calculations. 



STAOTDARD METHOD 

OP MSASimiiia mm asm 





M.A.C.A. 



STMDiffiD METHOD 
01" MMSUEIHa HOEIZOlITil TAIL AREA. 



Horizontal tail area is crosshatched 




Pig. 2 



OF MEASURIIIG 
VERTICAL TAIL AREA 



Vertical tail area is crosshatched. 





IT.A.C.A. 



Pig. 3 



STiOJD/iED METHOD 
OF MSA.SURI1G COKEHOL SUHFACE MEk 
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^-InlDoard of wing end. 
Effective chord is as above. 
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N.A.C.A. 

Fig. 4 
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